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U.S. Department 400 Seventh Street, S.W.
of Transportation COMPETENT AUTHORI TY CERTI FI CATI ON Washington, D.C. 20590
Pipeline and FOR A TYPE FI SSI LE

Hazardous Materials RADI OACTI VE MATERI ALS PACKAGE DESI GN

Safety Administration CERTI FI CATE USA/ 0412/ AF-96, REVI SI ON 14

REVALI DATI ON OF GERVAN COVPETENT AUTHORI TY
CERTI FI CATE DJ 4305/ AF- 96

This certifies that the radioactive material package design described is
hereby approved for use within the United States for inport and export
shipnents only. Shiprments nust be nade in accordance with the applicable
regul ati ons of the International Atom c Energy Agency! and the United States
of America?.

1. Package ldentification - BUD.

2. Package Description and Authori zed Radi oactive Contents - as descri bed
in Gernmany Certificate of Conpetent Authority D/4305/AF-96, Revision 7
(attached). Contents are as described in the Gernan certificate but
are restricted to those with a maxi mum urani um 235 enrichnment of 5.0
wei ght percent.

3. Criticality - The mninum criticality safety index is 0.71. The
maxi nrum nunber of packages per conveyance is determ ned in accordance
with Table X of the | AEA regul ations cited in this certificate.

4. CGeneral Conditions -

a. Each user of this certificate nust have in his possession a copy
of this certificate and all docunments necessary to properly
prepare the package for transportation. The user shall prepare
the package for shipnment in accordance with the docunentation
and applicabl e regul ati ons.

b. Each user of this certificate, other than the original
petitioner, shall register his identity in witing to the Ofice
of Hazardous Materials Technology, (PHH23), Pipeline and
Hazardous Materials Safety Administration, U'S. Departnent of
Transportation, Washington D.C. 20590- 0001.

1 "Regulations for the Safe Transport of Radioactive Material, 1996
Edition (Revised), No. TS-R-1  (ST-1, Revi sed) , " published by the
International Atom c Energy Agency(lAEA), Vienna, Austria.

2 Title 49, Code of Federal Regulations, Parts 100-199, United States of
Aneri ca.
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C. This certificate does not relieve any consignor or carrier from
conpliance with any requirenment of the Governnent of any country
t hrough or into which the package is to be transported.

d. Records of Quality Assurance activities required by Paragraph
310 of the I|AEA regulations® shall be mintained and nade
available to the authorized officials for at |east three years
after the last shipment authorized by this «certificate.
Consignors in the United States exporting shipnents under this
certificate shall satisfy the applicable requirenents of Subpart
H of 10 CFR 71.

5. Marking and Labeling - The package shall bear the marking
USA/ 0412/ AF-96 in addition to other required markings and | abeling.

6. Expiration Date - This certificate expires on Septenber 30, 2009.

This certificate is issued in accordance with paragraph 814 of the |AEA
Regul ati ons and Section 173.472 and 173.473 of Title 49 of the Code of
Federal Regul ations, in response to the January 05, 2007 petition by G obal
Nucl ear Fuels - Americas, WImngton, NC, and in consideration of other
information on file in this Ofice.

Certified By:
% Jan 09 2007
Bob Ri chard ( DATE)
Deputy Associate Admi nistrator for Hazardous Materials Safety
Revision 14 - Issued to extend the expiration date of our previous

reval i dati on.
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Federal Agency for Radiation Protection

Certificate of Approval

D/4305/AF-96 (Rev. 7)
for a package design of Type A for fissile radioactive materials

Pursuant to the application filed by Nuclear Cargo + Service GmbH, Hanau on march 14, 2006 (Ref. No.:
bw/ck) the container with the manufacturer designation “BU-D” is approved as Type A package design for
fissile radioactive materials, according to the following regulations for transport by road, rail, sea and air:

Regulations for the Safe Transport of Radioactive Materials, 1996 Edition (As Amended 2003), International
Atomic Energy Agency (IAEA), No. TS-R-1, para 817,

European Agreement for International Transports of Dangerous Goods by Road (ADR) of September 30,
1957 (BGBI. 1969 Il p. 1489), last modified by the 17" ADR Modification Decree of August 27, 2004 (BGBI.
2004 il p. 1274), Attachments A and B,

Regulations for International Transports of Dangerous Goods by Rail (RID) - Enclosure | of Attachment B of
the Agreement concerning lnternatlonal Railway Traffic (COTIF Agreement) of May 9, 1980 (BGBI. 1985 Il p.
130), last modified by the 12" RID Modification Decree of September 28, 2004 (BGBI. 2004 Il p. 1434),

International Maritime Dangerous Goods Code (IMDG-Code), Amendment 32-04,

International Civil Aviation Organization — Technical Instructions for the Safe Transport of Dangerous Goods
by Air, Edition 2005/20086,

Regulations for the Domestic and International Transport of Dangerous Goods by Road and by Rail (Danger-
ous Goods Regulations Road and Rail - GGVSE) dated January 3, 2005 (BGBI. | p. 37), last modified by Ar-
ticle 3a of the fourth Decree for the Modification of Dangerous Goods Regulations dated November 2, 2005
(BGBI. | p. 3131

Regulations for Maritime Transports of Dangerous Goods (Dangerous Goods Regulations Sea - GGVSee) of
January 6, 2006 (BGBI. | p. 139),

Air Traffic — Approval — Order in the version of the publication dated March 27, 1999 (BGBI. | p. 610) last
modified through the Order of July 27, 2005 (BGBI. | p. 2275) in combination with the ICAO Dangerous
Goods Regulations (ICAO Technical Instructions)

in combination with the Guidelines of the Federal Minister for Traffic, Building and Housing (BMVBW) of November
17, 2004 (VKBI. Volume 23, p. 594, 2004).and February 20, 1991 (VkBI. Volume 4, p. 231, 1991).

It is certified that the Federal Agency for Radiation Protection, Salzgitter, is the Competent Authority au-
thorized by the Federal Ministry of Traffic, Building and Housing according to chapter 7.9 of the IMDG
Code.
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Holder of approval:

Documents:

Company Nuclear Cargo + Service GmbH (NCS)
Rodenbacher Chaussee 6
63457 Hanau

NCS application dated 14.3.2006 (Ref.: bw/ck)
Safety analysis report NCS 0601, Rev. 0 of company NCS dated March 2006
Letter of company NCS dated 17.2.2004

Expert comment of the Federal Agency for Materials Research and Testing
(BAM), Berlin, dated 7.2.2002 (Ref.: 111.3/20821) and 5.4.2004 (Ref.:
111.3/21011), letter of BAM dated 30.4.2004 (Ref.: 111.32/Ku), expert comment
of BAM dated 28.11.2005 (Ref.: I11.3/21146) and 9.6.2006 (Ref.: 111.32/21164),
letter of BAM dated 6.9.2006

Concerning the demonstration of criticality safety, special reference is made
to the Working Report No. KWU BT33/94/029 ‘Criticality Analysis for the
Transport of Centrifugal Sludge, Uranium Sludge and APOFU in BU-D Trans-
port Containers” of Siemens dated 15.3.1994, the letter of Siemens dated
25.4.1994 (Ref.: BT33/4746/94), the report “Addendum to work report KWU
BT33/94/029“ of Siemens dated 22.2.1999, the calculation note No. RN-01-03
(Rev 2) “Complimentary verifications concerning the criticality safety of trans-
port cask BU-D” of NCS dated 15.4.2004 and calculation note No. RN-05-03
(Rev. 0) “Criticality Safety verification for the container BU-D loaded with ura-
nium oxide powder with maximum enrichment of 10 wt.% of uranium 235" of
NCS dated 26.72005, all included in safety report NCS 0601 (Rev. 0).

Manufacturer’s designation: BU-D Container

Package identification: D/4305/AF-96

Validity of approval:

until and including September 30, 2009

Criticality Safety Index (CSI): 0.71

Allowable content:

Depleted, natural and/or enriched uranium with a maximum enrichment (mass content of U-235) of
10% in accordance with the following table:

Enrichment Composition Form max. mass of U-235 in the
(Mass content) depleted, natural and en-
of U-235 riched uranium (kg)
< 4% Uraniumoxide, Ammoniumdiuranate 0.9
(ADU), Uranyinitrate solid (UNH),
Ammoniumuranylcarbonate (AUC),
5% Uraniumtetrafluoride (UF4) and/or Any” 2 0.8
Sodiumuranate
< 10% Uraniumoxide Powder 0.65

Y Pellets and comparable forms of fissile material arrangements, which may form a lattice, are only
allowed with a outer dimension of the pellets or the fissile material arrangements of 8 mm or more.

2 Impurities may be contained in addition to the uranium, such as fluff, dust, sand, iron hydroxide, the
total mass of the contents being limited to 90 kg per package. Not allowed however are impurities

» with additional dangerous properties,

¢ with a mean hydrogen density greater than water,

¢ with beryllium or deuterium with a mass greater than 1% of the fissile material mass. Excepted
from this is deuterium in natural concentration in water.

The H/U ratio within the package is unlimited; nevertheless, the material must be in solid form.

The total activity must not exceed 1 A..
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Package design:

The package with the designation BU-D fulfils, as far as mechanical and thermal characteristics are
concerned, and according to the above mentioned Test Certificate, expert comment and letters of
BAM, and as far as criticality safety and radiation shielding are concerned, according to evaluations
performed by BfS, the requirements towards a Type A package for fissile radioactive materials (IAEA
Regulations §§ 413, 414, 633 and 671).

The leakage of water into all voids was assumed for the criticality analysis.

Package description:

The package, with a total mass of 260 kg at the utmost, consists, according to the drawings and parts
lists mentioned below, of an outer container made of steel sheet (213 | drum according to DIN 6644),
provided with a clamping ring, an inner container closed by a flanged lid, which may contain up to 3
stainless steel pails containing the nuclear fuel. The nuclear fuel pails have a maximum inner diameter
of 285 mm. Between the pails and the inner container a protection device is placed which is suitable
for the pail diameter (distance frame or protection tube). The space between the outer and the inner
container is filled with light concrete acting as thermal insulation; after loading, a disc of light concrete
sheathed in steel sheet is set between the lids of the inner and the outer container. The containment
consists of the inner container with its lid and screwed closing system.
The outer dimensions are: Diameter: 608 mm

Height: 890 mm

Drawings:

No. 1-001-068-00-00, Rev. b dated June 7, 1988 (overview) of company TN

No. 1-001-068-01-00, Rev. a dated November 11, 1987 (outer container, complete) of company TN
No. 1-001-068-02-00, Rev. b dated May 26, 1988 (inner container, complete) of company TN

No. 2-001-068-03-00, Rev. b dated February 24, 1988 (insulation disc) of company TN

No. 3-001-068-04-00, Rev. 0 dated June 16, 1988 (distance frame 230 pail) of company TN

No. 4 ZB 03645/05, Rev. 0, dated August 9, 1988 (protection tube for BU-D) of company Siemens
with the corresponding parts lists for the carbon and stainless steel version.

Auxiliary directives and remarks:

1. All quality assurance measures for planning, accompanying controls and operation must be in
agreement with the Technical Instructions concerning Quality Assurance (QA) and Survey (QS)
for transport packages for radioactive materials (TRV 006) of BMV (VkBI Volume 4, p. 233, 1991).

2. This approval only is valid together with the acceptance certificates for the package design series,
which must be sent to BAM and BfS uncalled. Deviations tolerated by BAM in accordance with
TRV 006 as well as modifications in accordance with auxiliary directive No. 7 have to be docu-
mented in this acceptance certificate. For package design series which are already manufactured
the deviations and modifications in accordance with auxiliary directive No. 7 tolerated by BAM
have to be documented in the Documentation Book for the package design series.

3. The handling, loading and unioading of the container may only be done in areas which are free of
contamination. Before a new manufacturing of packagings the manufacturer documents have to
be revised in such a way that the easy decontamination of the surface for newly manufactured
packagings is ensured. According to auxiliary directive No. 7 the necessary modifications for this
need the release of BAM and the approval of BfS before start of manufacture.

4. It must be made sure that each user of the packaging will, before using the packaging for the first
time, register with BfS and confirm that he is in possession of the Documentation Book, which
especially contains the Approval Certificate, the Handling and Maintenance Instructions and the
Instructions for Periodic Inspections, and that he observes this book. In this respect, the following
documents must be mentioned in particular:

e Handling Instructions HA-97-09, Rev. 3 “Handling of the BU-D Package”, from NCS Company,
dated April 2003,

e Testing instruction PA-03-05, Rev. 0 “Contamination Contro!l and Dose Rate Measurement of
the BU-D Packages”, from NCS Company, dated April 2003,
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¢ Testing instruction PA-00-01, Rev. 3 “Periodic Inspection of the BU-D Package”, from NCS
Company, dated April 2003,

» Inspection instruction PA-03-04, Rev. 0 “Inspections of the BU-D Package within the Scope of
Maintenance, of Regular and Periodic Inspections”, from NCS Company, dated April 2003,

The use of documents with a higher revision index is only allowed in connection with this
certificate after release by BAM and approval by BfS.

5. Each package according to this series design must be submitted to periodic inspections in due
time. For design series that will exclusively be used outside the Federal Republic of Germany, the
periodic inspections may be performed and certified by personnel authorized by the authorities of
the concerned countries. Certifications proving that the periodic inspections were carried out must
be sent to BAM and BfS uncalled.

6. Each package according to this series design must be durably marked with the above-mentioned
identification and with the date (month, year) of the next periodic inspection.

7. Any modifications of drawings, parts lists and material specifications, on which the approval is
based, must be released by BAM and approved by BfS before production may start.

8. This approval does not relieve the user from the duty to respect the regulations of the countries
towards or through whose territory this package is transported.

9. Cettificate of approval D/4305/AF-96 (Rev. 6) remains valid until December 31, 2006.

Costs:

1. Based on § 12, Articles 1 and 2 of the Law on the Transport of Dangerous Goods (Gefahrgutbe-

forderungsgesetz - GGBefG), in the version published on September 29, 1998 (BGBI. | p. 3114),
last modified by the law dated June 21, 2005 (BGBI. | p. 1818) combined with Article 1 and
Attachment (io Article 1), part I, Fee Number 007 of the Decree Concerning Fees for Measures dur-
ing the Transport of Dangerous Goods (GGKostV) of November 13, 1990 (BGBI. | p. 2490},
amended for the last time through the Third Decree on Modification of Legal Matters Related to

the Transport of Dangerous Goods of December 17, 2004 (BGBI | p. 3711), costs - fees and ex-
penditures - will be charged for this notification.

2 According to § 12 Article 1 of the GGBefG, related to § 13 Article 1 No. 1 of the Law on Administra-

tive Expenses (VwKostG) of June 23, 1970 (BGBI. | p. 821), amended for the last time through the
law of May 05, 2004 (BGBI. | p. 718), these costs shall be carried by NCS.

3.The assessment of costs will be notified separately.

Statement of rights of appeal:

Objections against this authorization may be filed within one month after its issuing. Objections must
be filed with the Federal Agency for Radiation Protection, Willy-Brandt-Str. 5, 38226 Salzgitter, either
in written form, or to be written down.

Salzgitter, September 15, 2006

In representation

(Stamp)

Dr. Reiche

Enclosures
Attachment
Package drawing No. 001-068-00 ¢
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Rev. Date of Valid Reason for the revision

No. publication until

0’ 30.01.1992 31.01.1995 First approval

17 23.08.1995 31.08.1998 Complete new version, among others with the modifi-
cation of the aliowable contents and the transport in-
dex.

2" 14.08.1998 31.08.2001 Modification of the sections concerning Traffic Regu-

lations, Holder of Approval, Documents, Validity, Aux-
iliary Directives and Remarks.

Indication: Revision 1 of the Certificate of Approval
remains valid till August 31, 1998.

3’ 08.08.2001 31.12.2001 Modification of the sections concerning Traffic Regu-
lations, Holder of Approval, Documents, Validity, Aux-
iliary Directives and Remarks.

Indication: Revision 2 of the Certificate of Approval
remains valid till August 31, 2001.

4 26.02.2002 28.02.2005 Conversion to the regulations based on the IAEA
Regulations TS-R-1, extension of the content;
Modification of the sections concerning Traffic Regu-
lations, Documents, Marking, Validity, Auxiliary Direc-
tives and Remarks.

5 23.06.2004 30.6.2006 Modification of the allowable content, Increase of the
maximum allowable inner diameter of the pails, Inclu-
sion of the carrier air, Revision of the handling, main-
tenance and test reports, Modification of the sections
Traffic Regulations, Documents, Validity, Allowable
Content, Auxiliary Directives and Remarks.

Remark: The validity of certificate of approval
D/4305/AF-96 (Rev. 4) is limited until the period in-
cluding 31.8.2004.

6 21.12.2005 31.12.2006 Modification of the allowable content: Modification of
the sections transport regulations, documents, valid-
ity, allowable content, auxiliary directives and re-
marks.

Remark: Certificate of Approval D/4305/AF-96
(Rev. 5) remains valid until June 30, 2006.

7 15.09.2006 30.09.2009 Deleting of the uranium mass limitation, new safety
report; modification of the sections transport regula-
tions, documents, validity, allowable content, auxiliary
directives and remarks.

Remark: Certificate of Approval D/4305/AF-96
(Rev. 6) remains valid until 31.12.2006.

7 Revisions of the certificate of approval D/4305/AF-85
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Bundesamt fiir Strahlenschutz

Zulassungsschein

D/4305/AF-96 (Rev. 7)

fiir ein Versandstiickmuster des Typs A fiir spaitbare radioaktive Stoffe

Aufgrund des Antrages der Firma Nuclear Cargo + Service GmbH, Hanau, vom 14. Marz 2006
(Az.: bw/ck) wird der Behalter mit der Herstellerbezeichnung "BU-D" als Versandstiickmuster des Typs A
fur spaltbare radioaktive Stoffe nach den folgenden Vorschnften fur die Verkehrstrager Strale,
Eisenbahni, See und Luft zugelassen:

Regulations for the Safe Transport of Radioactive Material, 1996 Edition (As Amended 2003) Inter-
national Atomic Energy Agency (IAEA), No. TS-R-1,

Europsisches Ubereinkommen vom 30. September 1957 Uber die internationale Befdrderung
gefahrlicher Guter auf der StraBe (ADR) (BGBI 19691l S. 1489), zuletzt gedndert durch die
17. ADR-Anderungsverordnung vom 27. August 2004 (BGBI. 2004 11 S. 1274), Anlagen A und B,

Ordnung for die internationale Eisenbahnbeforderung gefahrlicher Guter (RID) — Anlage! zu
Anhang B des Ubereinkommens Uber den internationalen Eisenbahnverkehr vom 09. Mai 1980
(COTIF-Ubereinkommen) (BGBL. 19851 S. 130), zuletzt ge&ndert durch die 12. RID-Anderungs-
verordnung vom 28. September 2004 (BGBI. 2004 11 S. 1434),

International Maritime Dangerous Goods Code (IMDG-Code), Amendment 32-04,

International Civil Aviation Organisation — Technical Instructions for the Safe Transport of Dangerous
Goods by Air, Edition 2005/2006,

Verordnung tber die innerstaatliche und grenziiberschreitende Beférderung gefahrlicher Guter auf der
StraBe und mit Eisenbahnen (Gefahrgutverordnung StraRe und Eisenbahn - GGVSE) vom
3. Januar 2005 (BGBI. | S. 37), zuletzt geandert durch Artikel 3a der Vierten Verordnung zur Anderung
gefahrgutrechilicher Verordnungen vom 2. November 2005 (BGBI. | S. 3131),

Verordnung Uber die Beforderung gefahrlicher Guter mit Seeschiffen (Gefahrgutverordnung See —
GGVSee) vom 6. Januar 2006 (BGBI. | S. 139),

Luftverkehrs-Zulassungs-Ordnung in der Fassung der Bekanntmachung vom 27. Mérz 1999 (BGBI. |
S. 610), zuletzt geandert durch Verordnung vom 27. Juli 2005 (BGBI. | S. 2275) in Verbindung mit den
ICAO-Gefahrgutvorschriften (ICAO Technical Instructions)

in Verbindung mit den Richtlinien des Bundesministers fur Verkehr, Bau- und Wohnungswesen
(BMVBW) vom 17. November 2004 (VkBI. Heft 23, S. 594, 2004) und 20. Februar 1991 (VkBI. Heft 4,
S. 231, 1991).~

Es wird bestétigt, dass das Bundesamt fur Strahlenschutz, Salzgitter, die vom Bundesministerium fir
Verkehr, Bau- und Wohnungswesen autorisierte Behdrde gemal Kapitel 7.9 des IMDG-Codes ist.
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Zulassungsinhaber: Firma Nuclear Cargo + Service GmbH (NCS)
Rodenbacher Chaussee 6
63457 Hanau

Unterlagen: Antrag der Fa. NCS vom 14.3.2006 (Az.: bwick),
Sicherheitsbericht NCS 0601, Rev. 0, der Fa. NCS vom Méarz 20086,

Schreiben der Fa. NCS vom 17.2.2004,

gutachterliche Stellungnahmen der Bundesanstalt fir Materialforschung und
-priifung (BAM) vom 7.2.2002 (Az.: [11.3/20821) und 5.4.2004 (Az.: 111.3/21011),
Schreiben der BAM vom 30.4.2004 (Az.: l11.32/Ku), gutachterliche Stellungnah-
men der BAM vom 28.11.2005 (Az.: 111.3/21148) und 9.6.2006 (Az.: 111.3/21164),
Schreiben der BAM vom 6.9.2006

Bezuglich des Nachweises der Kritikalitatssicherheit wird insbesondere auf den
Arbeitsbericht KWU BT33/94/029 ’'Kiritikalitétsanalyse fir den Transport von
Zentrifugen-, Uranschldmmen und APOFU in BU(D)-Transportbehéitern” der
Fa. Siemens vom 15.3.1994, das Schreiben der Fa. Siemens vom 25.4.1994
(Az.: BT33/4746/94), den Bericht ,Addendum to work report KWU BT33/94/029”
der Fa. Siemens vom 22.2.1999, die Rechennotiz Nr. RN-01-03, Rev. 2,
"Ergédnzende Nachweise zur Kritikalitétssicherheit des Behélters BU-D" der Fa.
NCS vom 15.4.2004 und die Rechennotiz Nr. RN-05-03, Rev. 0, "Kritikalitéts-
sicherheitsnachweis far den Behélter BU-D beladen mit Uranoxidpulver mit einer
Anreicherung an Uran 235 von maximal 10 Gew%" der Fa. NCS vom 26.7.2005,
alle enthalten im Sicherheitsbericht NCS 0601 (Rev. 0), verwiesen.

Herstellerbezeichnung: BU-D Behilter

Kennzeichen des Versandstiicks: D/4305/AF-96

Giiltigkeit des Zulassung: bis einschlieBlich 30. September 2009
Kritikalititssicherheitskennzahl (CSl): 0,71

Zuldssiger Inhalt:
Abgereichertes, natiirliches und/oder angereichertes Uran mit einer maximalen Anreicherung (Masse-
gehalt an U-235) von 10% entsprechend der folgenden Tabelle:

Anreicherung Verbindung Form max. Masse an U-235 im
(Massegehalt) abgereicherten, natiirlichen
an U-235 und angereicherten Uran [kg]
<4% Uranoxid, Ammoniumdiuranat (ADU), 0,9
Uranylnitrat fest (UNH), Ammonium- beliebig "2
< 5% uranylearbonat (AUC), Urantetrafluorid 9 08
und/oder Natriumuranat '
<10% Uranoxid Pulver ? 0,65

" Pellets und vergleichbare Formen von Spaltstoffansammiungen, die Gitter bilden kénnen, sind nur fir
eine kleinste &uflere Abmessung des Pellets oder der Spaltstoffansammiung von 8 mm oder mehr
zulassig.

2 Zusatzlich zu dem Uran kénnen Verunreinigungen enthalten sein, wie z.B. Waschefasern, Staub, Sand,
Eisenhydroxid, wobei die Gesamtmasse des Inhalts pro Versandstiick auf max. 90 kg beschrankt ist.
Nicht zul&ssig sind jedoch Verunreinigungen
o mit zusatzlichen gefshrlichen Eigenschaften,

e mit einer mittleren Wasserstoffdichte grofier als der von Wasser,

e mit Beryllium oder Deuterium in Massen groRer als 1% der Spaltstoffmasse, ausgenommen
hiervon ist Deuterium in nattrlicher Konzentration in Wasser.

Das H/U-Verhaltnis im Innern des Versandstucks ist beliebig, jedoch muss das Material in fester Form

vorliegen.

Die Gesamtaktivitat darf 1 A, nicht Uberschreiten.
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Bauart der Verpackung:

Der Behalter mit der Bezeichnung BU-D erfullt hinsichtlich der mechanischen und thermischen
Eigenschaften gemaf dem o.a. Prufungszeugnis und den o.a. gutachterlichen Stellungnahmen und
Schreiben der BAM und hinsichtlich der Kritikalitatssicherheit und der Strahlungsabschirmung nach
Prafung durch das BfS die an ein Versandsttick vom Typ A fir spaltbare radioaktive Stoffe gesteliten
Anforderungen (IAEA-Regufations §§ 413, 414, 633 und 671).

Bei der Kritikalitatsanalyse wurde das Eindringen von Wasser in alle Hohlraume der Verpackung
angenommen.

Beschreibung der Verpackung:

Das Versandstiickmuster mit einer Gesamtmasse von max. 260 kg besteht entsprechend den u. g.
Zeichnungen und Stucklisten aus einem Auflenbehalter aus Stahlblech (213 | Fass nach DIN 6644), der
mit einem Spannringverschluss versehen ist, und einem Innenbehalter mit Flanschdeckelverschluss, in
den bis zu 3 Bichsen aus Edelstahl eingestellt werden, die den Kernbrennstoff enthalten. Der
Innendurchmesser der Blchsen fur den Kernbrennstoff darf 285 mm nicht Gberschreiten. Zwischen die
Buchsen und den Innenbehélter wird ein zum Durchmesser der Buchsen passendes Schutzgestell
(Distanzrahmen bzw. Schutzrohr) gestellt. Zwischen Au3en- und Innenbehéiter befindet sich Leichtbeton
als thermische Isolierung, zwischen den Deckeln von Innen- und Au3enbehalter wird nach der Beladung
des Innenbehditers zusatzlich eine blechumhuiite Scheibe aus Leichtbeton eingelegt.- Die "Dichte
UmschlieBung” wird von dem Innenbehalter mit Deckel und Verschraubung gebildet.

Die Aufenabmessungen betragen:  Durchmesser: 608 mm
Héhe: 890 mm

Zeichnungen:

Nr. 1-001-068-00-00, Rev. b, vom 07.06.1988 (Ubersichtszeichnung) der Firma TN

Nr. 1-001-068-01-00, Rev. a, vom 30.11.1987 (AuRenbehalter kompl.) der Firma TN

Nr. 1-001-068-02-00, Rev. b, vom 26.05.1988 (Innenbehaliter kompl.) der Firma TN

Nr. 2-001-068-03.00, Rev. b. vom 24.02.1988 (Isclierscheibe) der Firma TN

Nr. 3-001-068-04-00, Rev. 0, vom 16.06.1988 (Distanzrahmen 230er Biichse) der Firma TN
Nr. 4 ZB 03645/05, Rev. 0, vom 09.08.1988 (Schutzrohr fur BU-D) der Firma Siemens

mit den zugehorigen Stucklisten fur die Normalstahi- und Edelstahiversion.

Nebenbestimmungen und Hinweise:

1. Alle qualitatssichernden MaBnahmen bei der Planung, den begleitenden Kontrollen und dem Betrieb
mussen entsprechend den Mafigaben der Technischen Richtlinie tber Malnahmen zur Qualitats-
sicherung (QM) und -tberwachung (QU) far Verpackungen zur Beférderung radioaktiver Stoffe
(TRV 006) des BMV (VkBI. Heft 4, S. 233, 1991) erfolgen.

2. Diese Zulassung gilt nur in Verbindung mit der fir das betreffende Serienmuster ersteliten Abnah-
mebescheinigung, die der BAM und dem BfS unaufgefordert zuzusenden ist. Von der BAM tolerierte
Abweichungen gemaR TRV 006 sowie Anderungen gemaR Nebenbestimmung Nr. 7 sind in dieser
Abnahmebescheinigung zu dokumentieren. Bei bereits gefertigten Serienmustern sind die von der
BAM tolerierten Abweichungen und die Anderungen gemaR Nebenbestimmung Nr. 7 im Prifbuch
zum Serienmuster zu dokumentieren.

3. Die Handhabung, Be- und Entladung des Behalters darf nur in kontaminationsfreien Bereichen
erfolgen. Vor der Neufertigung von Verpackungen sind die Herstellungsunterlagen so zu &ndern, dass
die leichte Dekontaminierbarkeit der Oberflache fur neu zu fertigende Verpackungen gesichert ist. Die
dazu notwendigen Anderungen bediirfen nach Nebenbestimmung Nr. 7 vor Beginn der Fertigung
nach der Freigabe durch die BAM der Zustimmung durch das BfS.

4. Es ist sicherzustellen, dass sich jeder Verwender der Verpackung vor der erstmaligen Benutzung bei
dem BfS registrieren lasst und bestatigt, dass er das Prlfbuch, das insbesondere den Zulassungs-
schein, die Benutzungs- und Wartungsanweisung und die Vorschrift fur wiederkehrende Priifungen
enthalt, erhalten hat und beachtet. Speziell sind hierzu anzufithren:

s Handhabungsanweisung HA-97-09, Rev. 3, ,Handhabung des Behaiters BU-D* der Fa. NCS vom
April 2003, :

» PrOfanweisung PA-03-05, Rev. 0, ,Kontaminationsprifung und Dosisleistungsmessung an den
Behaltern BU-D" der Fa. NCS vom April 2003,
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¢ Priufanweisung PA-00-01, Rev. 3, ,Wiederkehrende Prufung des Behalters BU-D* der Fa. NCS
vom April 2003,

e Prufanweisung PA-03-04, Rev. 0, ,Prifungen am Behélter BU-D im Rahmen der Wartung, der
regelmaRigen und wiederkehrenden Prifungen® der Fa. NCS vom April 2003.

Die Anwendung von Unterlagen mit hdherem Revisionsindex ist im Rahmen der vorliegenden

Zulassung nur nach der Freigabe durch die BAM und der Zustimmung durch das BfS zuléssig.

5. Jedes Serienmuster ist rechtzeitig wiederkehrenden Prufungen zu unterziehen. Fir Serienmuster, die
ausschlieBlich auBerhalb der Bundesrepublik Deutschland verwendet werden, kénnen die wieder-
kehrenden Priifungen durch Prifpersonal durchgefiihrt und bescheinigt werden, das von der
zustandigen Behorde des jeweiligen Landes autorisiert ist. Die Bescheinigungen tber die durchge-
fuhrten wiederkehrenden Prifungen sind der BAM und dem BfS unaufgefordert zuzusenden.

6. Jedes Serienmuster ist mit dem oben angegebenen Kennzeichen und mit dem Datum (Monat, Jahr)
der nachsten wiederkehrenden Priifung dauerhaft zu versehen.

7. Anderungen bezliglich der Zeichnungen, Stticklisten und Werkstoffdatenblatter, die der Zulassung zu-
grunde liegen, bedirfen vor Beginn der Fertigung nach der Freigabe durch die BAM der Zustimmung
durch das BfS.

8. Diese Zulassung befreit den Absender nicht von der Verpflichtung, etwaige Vorschriften der
Regierung eines Staates, in oder durch den das Versandstuck bef6rdert wird, einzuhalten.

9. Der Zulassungsschein D/4305/AF-96 (Rev. 6) bleibt weiterhin bis zum 31. Dezember 2006 glltig.

Kosten:

1. Aufgrund von §12 Abs.1 und 2 des Gesetzes Uber die Beftrderung gefahrlicher Guter
(Gefahrgutbeforderungsgesetz - GGBefG) in der Fassung der Bekanntmachung vom
29. September 1998 (BGBI. | S. 3114), zuletzt geandert durch Gesetz vom 21. Juni 2005 (BGBI. |
S. 1818), in Verbindung mit Artikel 1 und Anlage (zu Artikel 1), I. Teil, Geblhrennummer 007 der

Kostenverordnung fur MaRnahmen bei der Beférderung gefahrlicher Guater (GGKostV) vom
13. November 1990 (BGBI. | S. 2490), zuletzt geandert durch die Dritte Verordnung zur Anderung
gefahrgutrechtlicher Verordnungen vom 17. Dezember 2004 (BGBI. |, S. 3711), werden fUr diesen
Bescheid Kosten - Gebuhren und Auslagen - erhoben.

2. Die Kosten hat gemaR § 12 Abs. 1 des GGBefG in Verbindung mit § 13 Abs.1 Nr.1 des
Verwaltungskostengesetzes (VwKostG) vom 23. Juni 1970 (BGBL. | S. 821), zuletzt geédndert durch
Gesetz vom 05. Mai 2004 (BGBI. | S. 718), die Firma NCS zu tragen.

3. Die Kostenfestsetzung erfolgt durch gesonderten Bescheid.

Rechtsbehelfsbelehrung:

Gegen diesen Bescheid kann innerhalb eines Monats nach Bekanntgabe Widerspruch erhoben werden.
Der Widerspruch ist bei dem Bundesamt far Strahlenschutz, Willy-Brandt-Str. 5, 38226 Salzgitter,
schriftlich oder zur Niederschrift einzulegen.

Salzgitter, den 15. September 2006

Im Auftrag

Dr. Reiche

Anlagen
Anhang

Behalterabbildung Nr. 001-068-00 ¢
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Nr.

Rev.

Ausstellungs-
datum

Gilltigkeits-
dauer

Grund der Revision

0')

30.01.1992

31.01.1995

Erstausstellung

23.08.1995

31.08.1998

komplette Neufassung, u.a. mit der Anderung des zulassigen
Inhalts und der Transportkennzahi

27

14.08.1998

31.08.2001

Anderung der Abschnitte Verkehrsvorschriften, Zulassungs-
inhaber, Unterlagen, Gultigkeitsdauer, Nebenbestimmungen
und Hinweise.

08.08.2001

31.12.2001

Anderung der Abschnitte Verkehrsvorschriften, Zulassungs-
inhaber, Unterlagen, Gultigkeitsdauer, Nebenbestimmungen
und Hinweise.

26.02.2002

28.02.2005

Umstellung auf die Verkehrsvorschriften auf der Basis der
IAEA-Empfehlungen TS-R-1 einschlieBlich der Anderung des
Kennzeichens, Erweiterung des Inhalts: Anderung der
Abschnitte Verkehrsvorschriften, Unterlagen, Kennzeichen,
Giltigkeitsdauer, Zulgssiger Inhalt, Nebenbestimmungen und
Hinweise.

23.06.2004

30.6.2006

Anderung des zulassigen Inhalts, Erhéhung des grofiten
zuldssigen Innendurchmessers der Blchsen, Einbeziehung
des Verkehrstragers Luft, Uberarbeitung der Handhabungs-,
Wartungs- und Prufanweisungen: Anderung der Abschnitte
Verkehrsvorschriften, Unterlagen, Giiltigkeitsdauer, Zulas-
siger Inhalt, Nebenbestimmungen und Hinweise.

21.12.2005

31.12.2006

Anderung des zulassigen Inhalts: Anderung der Abschnitte
Verkehrsvorschriften, Unterlagen, Gultigkeitsdauer, Zulds-
siger Inhalt, Nebenbestimmungen und Hinweise.

15.09.2006

30.09.2009

Wegfall der Begrenzung der Uranmasse, neuer
Sicherheitsbericht: Anderung der Abschnitte
Verkehrsvorschriften, Unterlagen, Gultigkeitsdauer, Zulds-
siger Inhalt, Nebenbestimmungen und Hinweise.

Hinweis: Die Rev. 6 des Zulassungsscheins D/4305/AF-96
bleibt noch bis zum 31.12.2006 gultig.

7 Revisionen des Zulassungsscheins D/4305/AF-85
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) CRREo ¥ SERVICE DATENBLATT

001-068-00
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Zulassung : Typ AF
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BU-D Behalter
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U.S. Department 400 Seventh Street, S.W.

i Washington, D.C. 20590
of Transportation ashington

Pipeline and
Hazardous Materials
Safety Administration
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Mr. Julio Raffo
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Areva
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USA
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